
Features

External I/O Port
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Industrial Display

ADP-1XX4 Series

Heave Duty Steel 
Chassis for ADP-1154  
ADP-1174 / ADP-1194

Flexible Optional I/O 

ADP-1224
Supports Full HD
LED Backlight LCD

Front Panel IP 65

Front OSD for ADP-1154 
ADP-1174 / ADP-1194

Wide Range DC 11-32V 
Input for Option

ADP-1154

ADP-1194

ADP-1174

ADP-1224

ADP-1154/ADP-1174/ADP-1194/ADP-1224

ADP-1XX4 Series

ADP-1154/ADP-1174/ADP-1194/ADP-1224
Default:
• 1 x VGA input
• 1 x AC power input
Optional:
• DVI, S-Video, Touch I/O



DimensionsSpecifications unit:mm
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Display Type
Max. Resolution
Max. Color
Luminance (cd/m2 )
View Angle
Backlight Lifetime

Input Signal
On Screen Display 
Control
External I/O Port

Power Input

Type
Light Transmission

Construction
IP Rating
Mounting
Dimension
Net Weight

Operating Temperature
Storage Temperature
Storage Humidity
Certifi cate

15” TFT- LCD
1024x768

262K
350

H:160° / V:140°

Steel enclosure

Panel / VESA 75x75 Mount
410(W)x310(H)x59.7(D) mm

8.25kgs

17” TFT- LCD
1280x1024

16.7M
350

H:170° / V:160°

Steel enclosure

Panel / VESA 75x75 Mount
439(W)x348(H)x63(D) mm

9.64kgs

19” TFT- LCD
1280x1024

16.7M
300

H:160° / V:160°

Steel enclosure

Panel / VESA 75x75 Mount
467(W)x379(H)x68(D) mm

10.6kgs

21.5” TFT- LCD
1920x1080

16.7M
250

H:170° / V:160°

Sheet Metal Enclosure

Panel / VESA 100x100 Mount
557(W)x362(H)x68(D) mm

8.6kgs

Model No. ADP-1154 ADP-1174 ADP-1194 ADP-1224
LCD

Power Supply

Touch Screen

System

Environmental

Mechanical 

Industrial Display

ADP-1XX4 Series

0~50 °C
 -20~60 °C

10~90% @40 °C non-condensing
CE/FCC Class A

RGB
On the Front Side

Default:
• 1 x VGA nput
• 1 x AC power input
Optional:
• DVI, S-Video, Touch I/O

Resistive (optional)
80%

AC 100~240V, optional DC 11-32V

Front Panel IP 65

50,000 hrs

ADP-1154 ADP-1174

ADP-1224ADP-1194

ADP-1154/ADP-1174/ADP-1194/ADP-1224

ADP-1XX4 Series

Model                  Description                 
Ordering Information

21.5" full HD 1920X1080  Industrial Display , VGA/DVI/S-Video  input,OSD on front  side, AC 100~240V power input, resistive touch USB interface, 
steel enclosure
15" 1024X768  Industrial Display , VGA input,OSD on front  side, AC 100~240V power input, no Touch, steel enclosure
15" 1024X768  Industrial Display , VGA input,OSD on front  side, AC 100~240V power input, resistive Touch USB interface, steel enclosure

15" 1024X768  Industrial Display , VGA/DVI/S-Video input,OSD on front  side, AC 100~240V power input, resistive Touch USB interface, steel 
enclosure
17" 1280X1024  Industrial Display , VGA input,OSD on front  side, AC 100~240V power input, no Touch, steel enclosure
17" 1280X1024  Industrial Display , VGA input,OSD on front  side, AC 100~240V power input, resistive Touch USB interface, steel enclosure

17" 1280X1024  Industrial Display , VGA/DVI/S-Video input,OSD on front  side, AC 100~240V power input, resistive Touch USB interface, steel 
enclosure
19" 1280X1024  Industrial Display , VGA input,OSD on front  side, AC 100~240V power input, no Touch, steel enclosure
19" 1280X1024  Industrial Display , VGA input,OSD on front  side, AC 100~240V power input, resistive Touch USB interface, steel enclosure

19" 1280X1024  Industrial Display , VGA/DVI/S-Video input,OSD on front  side, AC 100~240V power input, resistive Touch USB interface, steel 
enclosure

ADP-1224T-01

ADP-1154-15
ADP-1154T-07

ADP-1154T-40

ADP-1174-05
ADP-1174T-04

ADP-1174T-21

ADP-1194-06
ADP-1194T-05

ADP-1194T-14


